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209, DY3165, DY3166

ACCESSORIES

DY46

length of green wire:5m*2
length of yellow wire:10m
length of red wire:15m
length of auxiliary spike:20cm
for DY4104, DY4103 

length of wire:160cm
for DY4200, DY4100, DY4102,
DY5500

length of wire:20cm
for DY4200, DY4100, DY4102,
DY5500

, DY30-3

, 
DY5106

,
DY882, DY5750A

for DY4300, DY4300A, DY4300B

DY2201 Series

DY2201D

DY130

GAS DETECTOR

DY8800A+, DY5750A

DY8800B, DY5750B

DY880, DY881

DY861, DY862

CLAMP METER

DY250A, DY250B, DY250C

32

33

34

36

37

38

39

40

DIGITAL AUTOMOTIVE TESTER

DIGITAL AUTOMOTIVE TESTER

DY12, DY13

HOOK TYPE AUTOMOTIVE CIRCUIT
31

PALM SIZE DIGITAL AUTOMOTIVE TESTER

DY2501

AUTOMOBILE 12V BATTERY IMPEDANCE TESTER
34

COMBUSTIBLE/REFRIGERATION GAS LEAK 
DETECTOR

COMBUSTIBLE/REFRIGERATION GAS LEAK 
DETECTOR

DY882
38

SINGLE GAS DETECTOR

PORTABLE NDIR CO₂METER

 

DY80, DY81
39

SINGLE GAS DETECTOR

PEN-TYPE SINGLE GAS LEAK DETECTOR

DUAL DISPLAY AUTO RANGE CLAMP METER

MULTIMETER

DY21C, DY21D

DY2101, DY2105, DY2106

DY2108

DY3101A, DY3102A

SPECILITY METER

DIGITAL TRANSISTOR TESTER

PALM SIZE LASER RANGE FINDER WITH
BUBBLE LEVEL VIAL

HYDR0-THERMOMTER

DIGITAL LCR METER

DC BRIDGE

RESISTANCE DECADE BOX

ACCESSORIES

ACCESSORIES

41

42

43

44

22

25

26

45

46

47

48

PALM SIZE AUTORANGING MULTIMETER WITH NCV

DIGITAL MULTIMETER

DY3108
43

AUTORANGING DIGITAL MULTMETER

DOUBLE INJECTION AUTORANGING MULTIMETER

DOUBLE INJECTION MULTIMETER

DY294

DY30, DY40, DY600

DY60

DY4070G, DY6243G, DY6013G

DY-B23A, DY-B42, DY-B44

RESISTANCE DECADE BOX
47

DY-R75E, DY-R76E, DY-R77E

DY-R90 Series

DY22

AUTOMOTIVE BATTERY MONITOR AND USB 
CHARGER(2 in 1)

30

DY10

31SELF POWERED AUTOMOTIVE CIRCUIT/CONTINUITY 
TESTER(2 in 1)

1

DY-3108



0.1M-200MΩ  (3%+5)
200MΩ-10GΩ  (5%+5)
10G-20GΩ  (10%+5)

DY5500
DIGITAL MULTI FUNCTION TESTER(4 in 1)

DY-R75E | DY-R76E | DY-R77E
RESISTANCE DECADE BOX

DY-R90 Series
RESISTANCE DECADE BOX

47



DY-B23A
DC WHEATSTONE BRIDGE

DY-B42 | DY-B44
DC DOUBLE BRIDGE

46

USB connection

DY2100 DY2200 DY2300

0.3~1999
KΩ.m

0.3~1999
KΩ.m

0.3~1999
KΩ.m

0.3~1999
KΩ.m



DY4070G | DY6243G | DY6013G
DIGITAL LCR METER

45



two clamps stakeless, 4-pole, multi frequency, soil resistivity

DOUBLE INJECTION MULTIMETER

44

SPECIFICATION DESCRIPTION ACURRACY RESOLUTION

±(3%rdg±0.05Ω)

±(5%rdg+5dgt)

±(5%rdg+5dgt)

±(5%rdg+5dgt)

±(5%rdg+5dgt)

±(2%rdg±2dgt)
(50/60Hz)

±(3%rdg±2dgt)
(40/500Hz)

±(7%rdg+5dgt)

±(10%rdg+5dgt)

±(20%rdg+5dgt)

±(1%rdg±2dgt)

21~100Ω

0.3~393.7Ω.m

3~3937Ω.m

0.03~39.37KΩ.m

0.3K~393.7KΩ.m

3K~1999KΩ.m

2.1~20.9Ω



DY-3108

DY2108
AUTORANGING DIGITAL MULTIMETER

DY3108
DOUBLE INJECTION AUTORANGING MULTIMETER

43

±(2%rdg 2dgt)
(50/60Hz)

±(3%rdg±2dgt)
(40/500Hz)

± ±(2%rdg 2dgt)
(50/60Hz)

±(3%rdg±2dgt)
(40/500Hz)

±

±(2%rdg 2dgt)
(50/60Hz)

±(3%rdg±2dgt)
(40/500Hz)

±

±(1%rdg±2dgt) ±(1%rdg±2dgt)

0.3~393.7Ω.m

3~3937Ω.m

0.03~39.37KΩ.m

0.3K~393.7KΩ.m

3K~1999KΩ.m

0.3~393.7Ω.m

3~3937Ω.m

0.03~39.37KΩ.m

0.3K~393.7KΩ.m

3K~1999KΩ.m

0.3~395.4Ω.m

0.3~3954Ω.m

0.003~39.54KΩ.m

0.03K~395.4KΩ.m

0.3K~1999KΩ.m

0.3K~1999KΩ.m



HAND CRANK 4-TERMINAL EARTH RESISTANCE TESTER

DY2101 | DY2105 | DY2106
DIGITAL MULTIMETER

42

DY45H

DY4103 | DY4104

DY46



DY1300 DY1400

DY1300 | DY1400
CLAMP-ON GROUND RESISTANCE AND TRUE RMS LEAKAGE
CURRENT TESTER WITH DATALOGGER

VDC ±(0.5%+5)200mV/2V/20V/200V/600V

VAC ±(1.2%+5)

ADC ±(2.0%+5)200μA/2000μA/2mA/20mA/200mA

AAC ±(2.5%+5)

Resistance ±(0.8%+5)200/2000/20k/200k/2M/20MΩ

Continuity Buzzer

Diode

NCV 100V~600V AC

Auto range

Data hold

Auto power off

CR2032*1

1999

CR2032*1

1999

DY21C DY21D

DY21C DY21D

Non-contact voltage detection(DY21D only)

Auto range, auto power off, low battery warning, data hold

Patented palm size housing design for featured market recognition

DY21C | DY21D
PALM SIZE AUTORANGING MULTIMETER WITH NCV

2V/20V/200V/600V

200μA/2000μA/2mA/20mA/200mA

NCV detection Economic version without holster

41

NEW
2016



DY250A | DY250B | DY250C
DUAL DISPLAY AUTO RANGE CLAMP METER

40



DY2200 DY2300DY2100RESOLUTION

USB interface

45~65Hz
RMS

DY2100 | DY2200 |DY2300
CLAMP-ON GROUND RESISTANCE AND TRUE RMS LEAKAGE
CURRENT TESTER WITH USB

1.5V AAA*2 1.5V AAA*2

39

USB connection for data downloading

99 sets

NEW
2016

45~65Hz
True RMS



PORTABLE NDIR CO₂METER

%V/V and %LEL unit optional

38



Complete with test wires, auxiliary earth bars, heavy duty oxford fabric bag and six 1.5V AA batteries

Complete with test wires, auxiliary earth bars, heavy duty oxford fabric bag and six 1.5V AA batteries

DY8800B

DY5750B

37

DY8800B

1.5V AAA*4

DY45I

1.5V AAA*4

B

DY45I



DY5750A

36

NEW
2016

6FF22(9V)

as low as 3g/yr(0.105oz/yr)



DIGITAL MULTI-FUCTION TESTER(5 in 1)
MOTOR AND DRIVE TROUBLE SHOOTING TESTER

35

MODEL DY80 DY81 DY8800A+ DY8800B DY5750A DY5750B DY880 DY881 DY882 DY861

Detected Gases

Sensor Type

Range of Detection

Alarm Set Point

Warm up Time

Alarm Device Check

Sensor Failure Indication

Temperation Compesation

CNEX Category

Goose Neck Probe

Max Value

Alarm Mode

combustible CO combustible combustible refrigeration refrigeration CO₂CO CO

semiconductor
corona 

discharge corona 
discharge catalytic

electro 
chemical

electro 
chemical

NDIR

>2%LEL >50ppm >0.5%LEL <3g/yr>0.5%LEL <14g/yr 0~100%LEL 0~1000ppm 0~1000ppm0~5000ppm

>2%LEL >50ppm adjustable adjustable adjustable adjustable >5%LEL >40ppm >40ppm >40ppm

<60s <60s <30s <30s <10s <6s 60s 60s 60s 60s

sound, light sound, light sound, light sound, light sound, light sound, light sound, light sound, light sound, light
sound, light

vibration

ExibIIBT4Gb

25cm 20cm 35cm 20cm 25cm

combustible

semiconductor semiconductor semiconductor

GAS DETECTORS



0.1MΩ-200MΩ  (3%+5)
200MΩ-10GΩ  (5%+5)
10GΩ-200GΩ   (10%+5)

phase wire, heavy

heavy duty carrying case and eight 1.5V AA batteries

34

STANDARD ACCESSORIES

STANDARD ACCESSORIES

2Ω/20Ω/200Ω±(1%+5)
200mΩ±(2%+5)



0.1MΩ-200MΩ  (3%+5)
200MΩ-10GΩ  (5%+5)
10GΩ-20GΩ   (10%+5)

0.1MΩ-200MΩ  (3%+5)
200MΩ-10GΩ  (5%+5)
10GΩ-20GΩ   (10%+5)

eight 1.5V AA batteries

33

DY45D



and elevator maintainance

nylon bay and six 1.5V AA batteries

32

DY45D



DYXZ-01 | DYXZ-02

3-phase motor rotation detection (DYXZ-01 only)

1.5V AA*2

31

DY45F

-

-



DYXZ | DYXZ-03

100~450V

3-phase motor rotation detection (DYXZ-03 only)

100~450V AC

1.5V AA*2

5AH~80AH 40AH~180AH

(5AH~80AH) (40AH~180AH)

30

DY45F



Easily read out conclusion of battery condition good/OK/pay attention/replace as suggestion

Loose lead detection, reverse polarity protection, unit conversion CCA/IEC/EN/DIN

Rich parameters measured and displayed for battery diagnose

DY2015 | DY2015A
AUTOMOTIVE BATTERY SYSTEM TESTER

CAT
III

600V

NEW
2016

Overload protection keeps operator always safe

29

Test lead compensation(Rk)

1.5V AA*8

NON, PASS, FAIL, SETABLE

Rk compensation

±(0.3%rdg±5dgt)

±(0.3%rdg±3dgt)

±(0.3%rdg±3dgt)

±(0.3%rdg±3dgt)

±(0.3%rdg±3dgt)

±(0.3%rdg±3dgt)

±(2%rdg±3dgt)

±(2%rdg±3dgt)±(2%rdg±3dgt)

±(0.3%rdg±5℃)

CCA Range 100~1700

IEC Range

EN Range 100~1700

DIN Range

Displays Battery Internal Resistance

Displays Battery Condition

Test 12V Batteries

Displays Battery Voltage Display volts

Test 12V/24V Batteries

Battery Recharge Indicator

Reverse Polarity Protection

DY2015 DY2015A

100~1000

100~1000

good/OK/pay attention/replace

Detects and Displays Bad cell

Loose Lead Detection

Internal Unit Conversion EN,EIC,DIN

JIS Range Reference table in manual

Overload protection of input voltage

Cable Length 700mm

180 * 90 * 32 mm

400 g

Display ohms



Rich hand-free test leads sets provides excellent convenience

Auto range, auto power off, low battery warning, data hold

DY2202 | DY2203
MULTIFUNCTION AUTOMOTIVE TESTER

Pen type design perfectly for automotive diagnosis 

VDC ±(0.5%+5)200mV/2V/20V/200V/600V

VAC ±(1.2%+5)

Resistance ±(0.8%+5)200/2000/20k/200k/2M/20MΩ

Continuity Buzzer

Diode

Auto range

Data hold

Auto power off

1.5V AA*2

1999

1.5V AA*2

1999

DY2202 DY2203

2V/20V/200V/600V

Logic  test 

Test lighter

Manual range

Flashlight fits operation of automotive diagnosis

28 21

CAT
III

600V

NEW
2016

user can change
pinpoint or hook
test leads whenever
requires

6/12/24V

12/24V

3 in 1 automotive autoranging DMM, logic probe, test lighter (DY2203) 

DY45G

Multimeter test
leads

Pinpoint test
leads

Hook type test
leads

Alligator clip



bag

AA1.5V*4(UM3)

MODEL

Test Battery

CCA Range

IEC/EN/DIN Reading

Allowed Battery

Capacity

JIS Conversion

Battery Internal Resistance

Battery Condition

Battery Recharge

Indicator

Detects and Displays

Bad Cell

Battery Voltage

Wrong Connection Protection

Loose Lead Detection

Overload Protection

Online Test

Big Current Test Harmful to Battery

DY2015

12V

100~1700

ALL

DY2015A

12/24V

100~1700

ALL

DY2205

12V

5~80AH

DY2206

12V

40~180AH

2722

AUTOMOTIVE TESTER

AUTOMOTIVE BATTERY SYSTEM TESTER

DY45D



Power Power Factor Current Voltage

Freq. Total Cost Time Rate

Total Charge Min. CO2

Power Power Factor Current Voltage

Freq. Total Cost Time Rate

Total Charge Min. CO2

Pin continuity test: tests if filaments have continuity

Flashlight provides good convenience

Lamp test: test bulb without removing from fix ture

DY205
FLUORESCENT LIGHT / LAMP TESTER (3 in 1)

NEW
2016

Non-contact voltage: quickly check for voltage presence

26 23

AA 1.5*3

Lamp Test Max Output 3000 V peak - peak

Pin continuity

NCV
85 ~ 400V ac 45~67Hz 
<10cm(4 in) distance

DY205

< 1kΩ

Power

Operating temperature -10~50°C

275 * 70 * 30 mm

00 g

6F22(9V)*1

Flash light

200V~240V



Fully automatic operation

LED indicating conditions of circuit socket

Quickly and easily identifying individual branch circuits work in DY209-T without disrupting power

DY209-T, DY209-R
CIRCUIT BREAKER FINDER AND SOCKET TESTER(2 in 1)

NEW
2016

RCD 30mA testing

Six connection

Front light at the head of DY209-R pointing to the target area

PE fault testing

Low battery indication

0.05 ~ 30 meters

Distance Range

0.05 ~ 60 meters

Accuracy

Speed of measurement

Volume measurement

Trigonometry measurement

Area measurement

Height difference measurement

Bubble level vial

Memory

DY30 DY40

Bubble level vial provide convenience

DY30 | DY40 | DY600
PALM SIZE LASER RANGE FINDER WITH BUBBLE LEVEL VIAL

0.05 ~ 40 meters

±2mm

NEW
2016

Laser class

Battery Type

Battery Life

Operating Temperature -5 ~ 40 °C

Storage Temperature

105 * 57 * 30 mm

200 g

DY600

0.5 ~ 1 seconds

-20 ~ 60 °C

20 sets

Ergonomic rugged design

Palm size, economic cost

Class II

Continuous measurement

±1°

2524

DY209-R+DY209-T
Quickly and easily identifying individual branch circuits 

work in DY209-T without disrupting power

DY209-T(Socket Tester Mode)
LED indicating conditions of

circuit socket

Correct
Missing earth

Live-earth reverse
Live-neutral reverse

Missing neutral
Live-neutral
Reverse and
Missing earth

Low battery indication

GENERAL DY209-T DY209-R

Power supply 1*9V 6F22

Product size 72*78*80mm 170*45*43mm

Product weight about 40g about 178g

Safety rating CAT III 

Work light at the head of 
DY209-R pointing to the 

target area

Nominal voltage
(DY209-T Socket Test Mode)

230V AC ± 10%
110V AC ± 10%

50~60Hz

RCD test
(DY209-TSocket Test Mode) 30mA

PE fault detection
(DY209-T Socket Test Mode)

DY45D

DY209 T- DY209-R
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